LABORATORY WEIGHING SOLUTION™

ANALYTICAL BALANCE

CU/CBX/CBL /CAU / CA series

CAS Electronic Balance provides a high stability, high
durability and operator can get results quickly.

Balances come equipped with a monolithic sensor, which
allows the balance to be used in various environments

Quick response rate
Equal distribution of heat by a monolithic sensor structure
High durability against shock



CU SERIES

CUW/CUX series | Top-loading balances

a Large-pan A Small-pan

FEATURES

¢ LCD backlight ¢ Window Direct
* |nternal calibration * Perfect self calibration (CUW)
* Clock-CAL (CUW)

OPTIONS

® Charging battery pack
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| Buitt-in Clock (6LP/6MP/1SO 9000 Conformity)
« For fulfillment GLP/GMP/ISQ9000 standard, calibration

record with date and time can be recorded. CUW series
. Max. i Pan size (mm)
— Model Pan type capacity Readability approx.
" SHIMADZU CORP CUW420H* 2209
DATE 10-84-2005
L. S5 ety _TIME  11.51.56 CuUwW2200H 2200g
Clock display on standby mode Calibration record paper CUWA4200H Large pan 4200g 0.01g 170(W) X 180(D)
CUW6200H 6200g
I Analog bar graph dispaly Cuwa420S 4209
Small pan 0.01g 108{W) X 105(D)
Analog indication function :  bar graph changes depend CLABZS i
® ANalog Inaication Tuncuion © a bar grapn cnanges aependa on
. 9 grap g P CUwW4200S 4200g
weight. Large pan 0.1g 170(W) X 180(D)
CuUws200s5 6200g
FULL RANGE -
Total weight can be indicated with a bar CUX series
graph, and operator can compare it with P Max. abili Pan size (mm)
balance capacity. Mpdel ldid capacity Readability approx.
CUX220H* 2209
FULL-IN CUX420H* Small pan 420g 0.001g 108(W) X 105(D}
Target weight will be dispalyed with T
presetting a desired weight. CUX620H 6209
CUX2200H 2200g
I i CUX4200H Large pan 4200g 0.01g 170(W) X 180(D}
Check weight [HI/GO/LO) L MEI00H 52000
« With setting a range of weight, CUX4208 420g
; » " Small pan 0.01g 108(W) X 105(D)
the display shows,"GO" for CUX8208 820g
a weight in the range,"LO" for CUX4200S 4200g
s Large pan 01 170(W) X 180(D)
below the range and "HI" for above CUX8200S geR 6200g 8

the range.

For products with '*' mark, windbreak is a basic option.
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CAU seRIES & CA SERIES

CAUWI CAUX/ CAUY Series | Analytical balances
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CAU series
Model Max. capacity Readability Pan size (mm)
220g/82g 0.1mg/ 0.01mg @80
Al _
CAUW-D 1209/ 42g 0.1mg/ 0.01mg @80
320g 0.1mg @80
CAUW 220g 0.1mg @280
120g 0.1mg @80
320g 0.1mg 80
CAUX 220g 0.1mg @80
120g 0.1mg @80
220 ;
CAUY g 0.7mg & 80
120g 0.1mg @80
FEATURES OPTIONS
* Windows Direct ® Backlight / Clock-CAL (CAUW) * Specific gravity measurement kit
* Perfect self calibration (CAUW, CAUX) * |onizer (Static remover "Stable-ex”)
* Calibration report (CAUW, CAUX) * Charging battery pack

CAW/CAX/CAY series | anaytical batances

CAw
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CA series
Model Max. capacity Readability Pan size (mm)
120g 0.1mg 280
CAW 220g 0.1mg @280
3209 0.1mg 280
120g 0.1mg @80
G 200g 0.1mg @80
120g 0.1mg 280
G 2209 0.1mg @80
FEATURES OPTIONS
e Unit conversion e Specific gravity measurement * Specific gravity measurement kit
® Clock-CAL (CAUW) = Perfect self calibration (CAW) e Charging battery pack

¢ Windows Direct = Full digital ® Internal calibration
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